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EtherWAN — "When Connectivity is Crucial."
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» 1-81RZ1RIEEE 802.3at PoEMERHE » BIRRE IJE30W
BZEENE
» Z3&IP configuration » Port-based VLAN ~ QoS Priority through the web browser interface

GEZE e

» BEPREAEEEZAPSU 100VAC-240VAC » 50-60HZ
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* IEEE 802.3 10BASE-T

* [EEE 802.3u 100BASE-TX/100BASE-FX

« |[EEE 802.3x Full duplex and flow control

* IEEE 802.3ab 1000BASE-TX

« |[EEE 802.3af/at Power over Ethernet

Forward and Filtering Rate
+ 14,880pps for 10Mbps
+ 148,810pps for 100Mbps

+1,488,100pps for 1000Mbps

tRfERCiSiei e

* 2M bits

Sy
» Store-and-Forward

* Half-duplex back-pressure and IEEE 802.3x full-duplex flow control

EX#He

*+ 9.6K bytes

MACHhE R
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+ 8192 MAC addresses

BAERE

+ 100-240VAC, 50/60Hz

BHIE
 Device: Max. 8.8W (without PoE)

* PoE power budget: 240W Max.

PoE Power Output

+ [EEE 802.3at: up to 30W/port, 55VDC, 545mA Max.

PoE Technology
* Alternative A, Pins 1/2(+), 3/6(-)

« Alternative B, Pins 7/8(+), 4/5(-)

PR
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* 266 x 160 x 44mm (W x D x H)

(10.47"x 6.30" x 1.73")

£

« 1.52Kg (3.35Ibs.)
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* Desktop, Rack Mounting

Iy 5

+ 10/100/1000BASE-T: 8 ports (PoE)

LED }5TIER
» Per Unit: Power Status
* Per Port: Link/Activity

* Per Port PoE: Activity/status

T{ERE

+ 0 to 40°C (32 to 104°F)

R

+-10to 70°C (14 to 158°F)

T{FRE

« 10% to 95% (JE 4

ISO

* Manufactured in an ISO 9001 facility

Emission Compliance
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CE Mark Class A

FCC Part 15 Class A
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EX17908 8-port 10/100/1000BASE-T PoE (IEEE 802.3at) Web-smart Ethernet Switch

Optional Accessories

KR-BK17 Rack mounting kit (black)

EX17908
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© EtherWAN Systems, Inc. All rights reserved. 20220919

EtherWAN is constantly developing and improving products. Specifications are subject to change without notice and without incurring any obligation.
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